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UNITED STATES PATENT OFFICE. 
JOSEPH RITTER, OF VIILWAUKEE, WISCONSIN. 

CANDLE-HOLDER. 

1,229,140. 
Application filed January 19, 1917. 

To all whom it may concern: 
Be it known that I, JosepH RITTER, a citi 

Zen of the United States, residing at Mil 
Waukee, in the county of Milwaukee and 
State of Wisconsin, have invented new and 
useful improvements in Candle-Holders, of 
which the following is a specification. 
This invention is an improved candle 

holder or candle stick, the object of the in 
vention being to provide an improved device 
of this character which is cheap and simple 
in construction and which is adapted to re 
ceive and hold candles of various sizes, di 
ameters and shapes, and is not liable to be 
clogged by dripping candle grease. 
The invention consists in the construction, 

combination and arrangement of devices 
hereinafter described and claimed. 

In the accompanying drawings:- 
Figure 1 is a plan of a candle holder, in 

the form of a candle stick, constructed and 
arranged in accordance with my invention. 

Fig. 2 is a vertical transverse sectional 
view of the same. 

In the embodiment of the invention here 
shown a saucer or base 1 is provided which 
has a dome 2 provided with a central Open 
ing 3 the wall of the said opening extending 
downwardly and being provided With an in 
Wardly extending annular flange 4 at its 
lower side. 

I also provide springs 5 of which any 
suitable number may be employed, two be 
ing here shown. Each Spring comprises a 
base portion or member 6, upWardly and 
inwardly inclined portions 7 at the ends of 
the base member, and downwardly extend 
ing free end and counterengaging portions 
8. Each end of the spring is connected to 
the inclined portion 7 by a curved portion 
9 and each inclined portion 7 is connected 
to the depending free end portion 8 by a 
curved portion 10 so that each inclined por 
tion 7 is adapted for radial and vertical 
angular movement with respect to the base 
portion and each free end portion 8 is also 
adapted for radial and vertical angular 
movement with respect to the inclined por 
tion. The free end portions 8 are arranged 
in opposed and in parallel relation and are 
adapted to engage a candle placed between 
them to support and hold the candle, the 
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Springs by reason of their construction, here 
in before described, permitting the depend 
ing free end portions to move toward and 
from each other and hence adapting the de 
vice to grasp and hold a candie of any di 
ameter, size or shape. Said end portions are 
Curved transversely to guide and fit the 
candle. 
As here shown the base members or por 

tions 6 of the springs or candle grasping 
fingers are arranged in crossed relation and 
Secured between a pair of disks 11, 12, by 
rivets or other suitable devices 13. The said 
disks are also secured by rivets 14 to a disk 
15 which is arranged and held in the open 
ing Ol' receSS3 and bears on the flange 4. 

I would have it understood that any suit 
able Supporting element may be employed 
in connection with my candle holder as well 
as the base or Sauce!' here shown, so that the 
candle holder may be used in connection 
With Sconces or other like devices as desired. 
The candle holder may be made of any suit 
able material. 
While I have herein shown and described 

a preferred form of my invention I would 
have it understood that changes may be 
made in the form, proportion and construc 
tion of the several parts, without departing 
from the spirit of my invention and within 
the scope of the appended claim. 

Having thus described my invention, what 
I claim is:- r 

In a candle holder, a plurality of radially 
arranged Spring candle grasping fingers each 
having a base member, an inclined portion, 
a curved portion connecting the base and 
inclined portions and also having a down 
wardly extending free end and candle en 
gaging portion and a curved portion con 
necting the inclined portion and free end 
and candle engaging portion, the said free 
end portions of the Springs being Opposed 
and arranged in parallel relation, in combi 
nation with a Supporting element having a 
recess, disks between which the base mem 
bers of the springs are secured and an ele 
ment extending downwardly from the lower 
disk and arranged in Said opening or recess. 

In testimony whereof affix my signature. 
JOSEPH RETTER. 

Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 
Washington, D. C.’ 
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